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SEE SHEET 7 FOR ADDITIONAL REQUIREMENTS
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T-11

The 5' wide planter strip shall be
landscaped with street trees and
ground cover per the City of
Issaquah Street Standards. L1-L4
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Side Slopes to be armored
with jute mating installed
with straw protections and
seeded with grass.

Pavement restoration
must include this area. 
Additional extents will be
determined during
construction.
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REQUIRED SPECIAL INSPECTIONS
In addition to the regular inspections, the following checked items will also require
special inspection in accordance with Chapter 17 of the International Building Code.

SPECIAL INSPECTIONS:        

Quality Assurance for Wind Requirements

Seismic Resistance

Soils Compliance Prior to Foundation Inspection

Structural Concrete

Pre-Stressed Concrete

Structural Welding

High Strength Bolts

Masonry Construction

Piles

Sprayed on Fire Resistant Materials

Epoxy Anchors / Expansion Anchors

Flood Elevation Certificate

Steel Construction

Wood Construction

Waterproofing and Building Envelope (RCW 64.34 & 64.55)

EIFS

Smoke Control Systems

Pier Foundations
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?

RJ pipe may be
installed to avoid
blocking. 10' separation

between water
and sewer
required.
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Clearing and grading
activity shall be
outside the critical
root zone of the
retained trees. 
Approved tree
protection measures
shall be in place prior
to any other
construction or
demolition activities. 
They may be
installed in
conjunction with the
limits of clearing and
grading delineation. 
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The outer extent of the
steep slope buffer shall
be marked in the the
field with construction
fencing to prevent
clearing, grading and
construction activity from
encroaching into the
buffer.  Fencing shall be
installed PRIOR to
starting clearing and
grading activity.

A split rail per the
City of Issaquah
Standard must be
installed at the outer
edge of the steep
slope buffer to
prevent
encroachment into
the critical area by
future residents.

Permanent survey
markers shall be
installed to delineate
the boundary of the
steep slope buffer
from the remaining
lot area.
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SITE WORK PERMIT SET SW15-00033
STORM POND FENCING MUST
MEET KC SURFACE WATER
DRAINAGE MANUAL
SPECIFICATIONS, OR AS
APPROVED BY THE CITY OF
ISSAQUAH
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